
Technical Information Nr. 408

(Previous name: Disboroof 408 roof colour)

DisboROOF 408
1K-Acryl-Dachfarbe
Elastic pure acrylic coating for concrete roof tiles and clay 
tiles. Highly weather-resistant, hard-wearing.

Product description

Surface protection for concrete roof tiles and clay tiles.
Note: DisboROOF 408 is protected against fungal and algae growth. Rainwater collected from roof 
surfaces should only be used as irrigation water after a waiting period of 12 months

          Intended use

■ High resistance to weather and environmental influences
■ High gloss retention
■ High elasticity even at low temperatures
■ Water vapour diffusible and waterproof

  Properties of the product

Material basis 

Packaging/container sizes 

Colour shades

Pure acrylate

30 kg hobbock, 15 l plastic bucket

Anthracite, brick red, dark brown, reddish brown 
Special colours on request.

Glossy.

Cool, dry, frost-free. Can be stored for 12 months in the original sealed 
container.

approx. 1,1 g/cm3

approx 37 Gew.-%
200 - 400 µm, E4 accordingDIN EN 1062

> 100 %

■ Density:
■ Solids content:
■ Dry film thickness:
■ Elongation at break:
■ Water permeability (w-value):

■ Wasserdampfdurchlässigkeit (sd-Wert):

< 0,1 kg /m2h0,5 Class W3 (low) according to DIN EN 1062

≥ 0,14 m–≤ 1,4 Klasse V2 (medium) value): according to  
DIN EN 1062

Gloss level 

Storage

Technical data

Application

Weathered (at least 10 years old), absorbent concrete roof tiles and engobed or glazed clay tiles.        Suitable substrates

Note: Newer roof tiles and clay tiles sometimes have refined surfaces (e.g. dirt-repellent, self-
cleaning surface). In order to assess adhesion to these surfaces, sample areas should always be 
created before carrying out the coating work.
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   Substrate preparation

 Material preparation 

                Application method

Coating structure

Defective roofing materials and defective flashings and flashings must be replaced or repaired by 
specialised companies. The roof covering must be sufficiently ventilated. Remove algae, moss growth, 
dirt and loose parts by pressure water jetting. Always work in the direction of drainage to prevent 
excessive penetration of moisture under the roof covering. After cleaning, the substrate must be firm, 
clean, stable and free of separating substances.

Stir thoroughly before application. The base coat can be diluted with up to 5% water.

DisboROOF 408 is sprayed using a spray lance (airless, max. 150 bar, nozzle 0.021 to 0.025 inch).

Concrete roof tiles:
Moisten weathered, absorbent concrete roof tiles (at least 10 years old) or coat twice with DisboROOF 
408 directly after cleaning.

Clay tiles (engobed and glazed):
Prime the prepared, dry substrate with Disbon 481. After a waiting time of at least 3 hours (at 20 °C) 
and max. 3 days, apply two coats of DisboROOF 408.
A waiting time of at least 2 hours must be observed between the first and second coating.

Note: On new clay tiles and concrete roof tiles (age< 10 years), apply a test surface with DisboROOF 
408 or Disbon 481 EP- Uniprimer + DisboROOF 408 and check adhesion after sufficient drying.

Consumption

          Processing conditions

Drying/drying time Tool 

Approx. 330-380 ml/m2or 360 - 420 g/m2per coating, depending on the type and surface of the 
roofing material. Determine exact consumption values by laying samples on the object.

Material, circulating air and substrate temperature:
Min. 8 °C, max. 35 °C
The relative humidity must not exceed 80 %. Do not apply if there is a risk of rain or frost or on very 
hot surfaces. 

Dust-dry after approx. 4 hours at 20 °C and 60 % relative humidity, completely dry after approx. 24 
hours.

Rinse with water immediately after use.cleaning

Hinweise

Expertise

Hazard warnings/ safety advice 
(status at time of printing)

Disposal EU 

Current reports on request

For professional users only.
Safety data sheet available on request.

Contains:1,2-benzisothiazol-3(2H)-one, mixture of 5-chloro-2-methyl-2H-isothiazol-3-one [EC No. 
247-500-7] and 2-methyl- 2H-isothiazol-3-one [EC No. 220-239-6] (3:1), 2-methyl-2H-isothiazol-3-
one. May cause allergic reactions.This product is a "treated article" according to EU Regulation 
528/2012 (not a biocidal product) and contains the following biocidal active ingredients:

Pyrithione zinc (CAS no. 13463-41-7), terbutryn (CAS no. 886-50-0), 2-octyl-2H-isothiazol-3-one 
(CAS no. 26530-20-1).
Hotline for allergy enquiries: 0800/1895000 (free of charge from the German landline network).

Dispose of liquid material residues at the collection point for old paints/varnishes, dispose of dried 
material residues as construction and demolition waste or as municipal or household waste.

of this product (cat. A/c): 40 g/l (2010). This product contains max.< 1g/l VOC.

BSW50

obsolete: M-DF02F

limit value for VOC content 

Giscode

Product code Paints and varnishes
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Further information See safety data sheet.
The Disbon building protection processing instructions must be observed when processing the material..

All substrates encountered in practice and their technical processing cannot be dealt with in this 
publication. If substrates are to be treated that are not listed in this technical information, it is necessary 
to consult us or our sales representatives. We will be happy to provide you with detailed and object-
related advice.

             Technical advice

Tel.: +49 6154 71-71710
Fax: +49 6154 71-71711
E-Mail: kundenservicecenter@caparol.de

Technical advice service
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